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PLANETS POWER

Addressing the Energy Challenge

Permanent Magnetic Power Generators (PMGs) represent
a groundbreaking and sustainable method of electricity
generation, utilizing the inherent power of magnets. In
contrast to traditional power generators that depend on
fossil fuels or nuclear energy, PMGs function based on
the principles of magnetic attraction and repulsion to
establish a perpetual motion system. When effectively
managed, this perpetual motion can yield continuous
electricity with minimal external input.

WE ARE 

The fundamental principle of Permanent Magnetic
Power Generators (PMGs) is grounded in Faraday's law
of electromagnetic induction, which asserts that a
varying magnetic field can induce an electric current in
a nearby conductor. In PMGs, this phenomenon is
realized through the meticulous arrangement of
magnets and conductive materials. As the magnets
rotate, they produce an oscillating magnetic field that
induces an electric current in the surrounding coils. This
induced current can be harnessed as electrical energy.



QUOTATION
AND SALES
PROCEDURE

CONSULTATION AGREEMENTBUDGETPERSONALIZATION
Customers explore our PMGs,
uncovering the specifications

and capabilities of each
product.

We initiated a dialogue with
PMGs to their requirements,
taking into account factors

such as location, usage, and
maintenance needs.

We generate a comprehensive
quotation tailored to the

client's specific requirements,
distinctly outlining all facets of

the agreement.

Following our review of the
proposal with the client, we
finalize the agreement and

advance with the purchasing and
operational preparation processes.



OUR
ELECTROMAGNETIC
GENERATORS



Power Phase: Single -Phase

Capacity: 2kW 

Hertz: 50-60Hz  Weight: 30kg

Primary Voltage: 110/240 V

Dimensions: 70xD:35xH:95:   cmW  
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Power Phase: Three-Phase 

Capacity: 10 kW

Hertz: 50-60Hz  Weight: 360kg + trailor 

Voltage: 110/240 V

Dimensions:  W:170xD:135xH:195 cm 
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Power Phase: Three-Phase 

Capacity: 20kW  Weight: 460kg + trailor

Hertz: 50-60Hz

Primary Voltage: 110/240 V

Dimensions:  W:170xD:135xH:195 cm
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Power Phase: Three-Phase 

Capacity: 50 kW   Weight:  720kg  +  trailor

Hertz: 50-60Hz 

Voltage: 110/240 V

Dimensions:  W:185xD:155xH:195 cm 
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Power Phase: Three-Phase 

Capacity: 100 kW

Hertz: 50-60Hz  Weight: 1200kg + trailor 

Voltage: 277/480 V Three-phase  

Dimensions:  W:305xD:165xH:195 cm
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Power Phase: Three-Phase 

Capacity: 150 kW

Hertz: 50-60Hz  Weight: 1600kg + trailor 

Voltage: 277/480 V  Three-phase  

Dimensions: W:335xD:165xH:195 cm 
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Power Phase: Three-Phase 

Capacity: 200 kW

Hertz: 50-60Hz  Weight: 2000kg + trailor 

Voltage: 277/480 V Three-phase  

Dimensions: W:335xD:165xH:195 cm 
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Power Phase: Three-Phase 

Capacity: 250 kW

Hertz: 50-60Hz  Weight: 2000kg + trailor 

Voltage: 277/480 V  Three-phase  

Dimensions:   W:335xD:165xH:195 cm
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Power Phase: Three-Phase 

Capacity: 50 kW

Hertz: 50-60Hz  Weight: 1100kg 

Voltage: 277/480 V  Three-phase  

   

  

  

Dimensions:  W:355xD:165xH:205 cm
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Power Phase: Three-Phase 

Capacity: 60 kW

Hertz: 50-60Hz  Weight: 1200kg 

Voltage: 277/480 V  Three-phase  

   

  

  

Dimensions:  W:355xD:165xH:205 cm
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Power Phase: Three-Phase 

Capacity: 75 kW

Hertz: 50-60Hz  Weight: 1300kg 

Voltage: 277/480 V  Three-phase  

   

  

  

Dimensions: W:355xD:165xH:205 cm 
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Power Phase: Three-Phase 

Capacity: 100 kW

Hertz: 50-60Hz  Weight: 1500kg 

Voltage: 277/480 V  Three-phase  

   

  

  

Dimensions: W:465xD:195xH:205 cm 
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Power Phase: Three-Phase 

Capacity: 750 kW

Hertz: 50-60Hz  Weight: 3500kg 

Voltage: 277/480 V  Three-phase  

Dimensions:  W:575xD:245xH:245 cm
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Power Phase: Three-Phase 

Capacity: 1  MW

Hertz: 50-60Hz  Weight: 3500kg 

Voltage: 277/480 Three-phase  

Dimensions:  W:575xD:245xH:245 cm
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Power Phase: Three-Phase 

Capacity: 1.2  MW

Hertz: 50-60Hz  Weight: 3500kg 

Voltage: 277/480 V  Three-phase  

Dimensions: W:575xD:245xH:245 cm 
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The 1.5 Mega Watt Permanent Mobile Semi-
Trailer Silent Generator is ideal for
SPECIAL EVENTS, and TEMPORARY
commercial and industrial applications.
These one and a half million watt generators
can easily power any rock concert event or
city event or in emergencies can power a
hospital or more if needed. It is easily
hooked up and you can transport this
generator anywhere and rent it out to your
clients. NO FUELS such as diesel or propane
etc are needed. These 18 wheel mobile
trailers are completely self sufficient.1.5
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*PMG's are tailor-made to order therefore size, weight and specifications can differ. Images for  illustration,  units  may differ. 



REACH OUT TO US
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planetspower.co.uk

sales@planetspower.co.uk

+44 8000 430 350

Planets Power [Global] Corporation

https://www.planetspower.co.uk/
tel:+44%208000%20430%20350

